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DWD 130 1290-1310

DWD 140 1390-1410

C1 C2 D

290-300

290-300

290-300

290-300

340-350

335

385

DWD 140 1390-1410 340-350 335

B2

335

385

335

685

785

685

Model
Wariant/
 Variant H

1950

1950

1950

DWD 150 1490-1510

DWD 150 1490-1510

290-300

340-350

290-300

340-350

390-400

435

385

DWD 150 1490-1510 390-400335

435

385

335

885

785

685

1950

1950

1950

290-300DWD 160 1590-1610 290-300485 485 985 1950

340-350DWD 160 1590-1610 340-350435 435 885 1950

390-400DWD 160 1590-1610 390-400385 385 785 1950

440-450DWD 160 1590-1610 440-450335 335 685 1950

340-350DWD 170 1690-1710 340-350485 485 985 1950

440-450DWD 170 1690-1710 440-450385 385 785 1950

390-400DWD 170 1690-1710 390-400435 435 885 1950

490-500DWD 170 1690-1710 490-500335 335 685 1950

390-400DWD 180 1790-1810 390-400485 485 985 1950

440-450DWD 180 1790-1810 440-450435 435 885 1950

490-500DWD 180 1790-1810 490-500385 385 785 1950

440-450DWD 190 1890-1910 440-450485 485 985 1950

490-500DWD 190 1890-1910 490-500435 435 885 1950

490-500DWD 200 

W1

W1

W2 

W1

W2

W3 

W1 

W2 

W3 

W4 

W1 

W3 

W2 

W4 

W1 

W2 

W3 

W1 

W2 

W1 1990-2010 490-500485 485 985 1950

Drzwi/Doors 

Ścianki/Walls 

EOS II DWD

 H
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1. 2.

DWD 130 

W1 W2 

 D/D G 730 
 S/W 570 
 D/D G 830 
 S/W 570 
 D/D G 930 

 S/W 570 

 D/D G 1030 

 S/W 570 
 D/D G 1030 

 S/W 670 

 D/D G 1030 

 S/W 770 
 D/D G 1030 

 S/W 870 

 D/D G 730 
 S/W 670 
 D/D G 830 

 S/W 670 

 D/D G 930 

 S/W 670 
 D/D G 930 

 S/W 770 

 D/D G 930 

 D/D G 730 

 S/W 770 

 D/D G 830 

 S/W 770 
 D/D G 830 

 S/W 870 

 D/D G 730 

 S/W 870 
 D/D G 730 

 S/W 970 

 D/D G 830 

 S/W 970  S/W 870 
 D/D G 930 

 S/W 970 

 D/D G 1030 

 S/W 970 

 D/D - Drzwi/Doors 
 S/W - Ścianki /Walls 

W3 W4 

DWD 140 

DWD 150 

DWD 160 

DWD 170 

DWD 180 

DWD 190 

DWD 200 

M
o

d
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Wariant/Variant


